
imageRUNNER 
2545/i (45ppm) 

imageRUNNER 
2535/i (35ppm)

imageRUNNER
2525/i (25ppm)

imageRUNNER 
2520/i (20ppm)

Standard Features (i models)
• Print, Copy, Colour Scan, Send 
• Network ready, DADF & duplex print
• UFRII-LT, PCL 5e, PCL 6
• 2x 550 sh. cassette, (1 x 250 sh. cassette 2520i)

imageRUNNER 2535/2545 only. Either Platen Cover Type Q or DADF-AA1 is a 
mandatory option on these non i models. 

Feeder Options

Platen Cover Type Q Platen Cover Type P DADF-AB1DADF-AA1

2 Way Unit-B1
For 2530, 2525, 2520/i only. (Standard for 2545/i, 2535/i, 
2530i, 2525i) Requires Power Supply Unit-U1 on 2520/i 
only

Inner 2 Way Tray-G1
Requires 2 Way Unit-B1 for 2530, 2525, 2520/i only. 
Not compatible with Inner Finsher-B1

Staple Cartridge-J1

Inner Finisher-B1
Requires 2 Way Unit-B1 for 2530, 2525, 2520/i only. 
Requires Power Supply Unit-U1 for 2545/i, 2535/i, 
2530/i, 2525/i.

Output Option Standard Features (non i models)
• Print, Copy, Colour Scan
• Network ready & duplex print
• UFRII-LT
• 2x 550 sh. cassette, (1 x 250 sh. cassette for 2520)

imageRUNNER 2520/2525/2530 only. Either Platen Cover Type P or DADF-AB1 is 
a mandatory option on 2525 & 2530. Platen is standard on 2520

Main Units

Color Send Kit-Y1
Non i models only, requires System Upgrade RAM-
C1. i-Send functionality & Scan to USB memory

Searchable PDF Kit-C1
For i models or non i models with Send

Network Option
PCL Printer Kit-AF1
Non i models only, requires System Upgrade RAM-C1. 

Super G3 Fax Board-AG1 

PS Printer Kit-AF1
For i models or non i models. Non i models require
System Upgrade RAM-C1. 

Barcode Printing Kit-B1
For i models or non i models. Non i models require
System Upgrade RAM-C1 & PCL Printer Kit –AF1 

Copy Tray

System Upgrade RAM-C1
For non i models only. 

Additional Finisher Tray–B1
Requires Inner Finisher-B1 

imageRUNNER 
2530/i (30ppm)
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imageRUNNER 2500 Plain Pedestal
Not compatible with Cassette Feeding Unit-AE1

Cassette Feeding Module-W1
1 x 550 sheet cassette. ImageRUNNER 2520/i 
only. Requires Cassette Spacer-A1

Cassette Feeding Unit-AE1
2 x 550 sheet cassette. 2520/i requires Cassette 
spacer-A1 & Power Supply Unit -U1

Paper Supply options

Cassette Spacer-A1
ImageRUNNER 2520/i only

Envelope Feeder Attachment-D1
Attaches to Tray “2” or Cassette Feeding Unit-AE1 or Cassette Feeding 
module-W1

Configuration 1
imageRUNNER 2525/i, 2530/i, 

2535/i, 2545/i only

+
Cassette Feeding Unit-AE1

Configuration 2
All imageRUNNER 2500  series 

models

+
Configuration 3

imageRUNNER 2520/i only+
+

imageRUNNER 2500 
Plain Pedestal

Cassette Spacer-A1

Cassette Feeding Module-W1

Optimal Paper Supply Configurations
Configuration 4

imageRUNNER 2520/i only
Configuration 5

imageRUNNER 2520/i only+
+

Cassette Feeding Module-W1

+
+

Cassette Spacer-A1

+
Cassette Feeding Unit-AE1

Cassette Feeding Unit-AE1

Power Supply option
Power Supply Unit–U1
Only  1 optional power supply is required when adding one 
or more of the following options:
1)imageRUNNER 2520/i with Cassette Feeding unit-AE1 or  
2-way Unit-B1 or Inner 2-way Tray-G1 or Inner Finisher-B1. 
2) imageRUNNER 2525/i, 2530/i, 2535/i, 2545/i with Inner 
Finisher-B1

Cassette Spacer-A1

Send Option

OROR

Configuration

 



imageRUNNER 2500 Series other 
options

ADF Access Handle-A1
Requires a DADF

Stamp Unit-B1
Requires DADF

Stamp ink Cart-C1
Requires Stamp Unit-B1

C-EXV33 Toner
For imageRUNNER 2520/i, 
2525/i, 2530/i

C-EXV32 Toner
For  imageRUNNER 2535/i, 2545/i

Consumables

Additional Feeder Options

FL Cassette-AJ1
Spare 550-sheet tray for cassette “1”
of imageRUNNER 2525/i, 2530/i, 
2535/i & 2545/i only

Additional Paper Supply Options

FL Cassette-AK1
Spare 550-sheet tray for cassette “2” of 
imageRUNNER 2525/i, 2530/i, 2535/i & 
2545/i or for Cassette Feeding Unit –
AE1 or Cassette Module-W1

FL Cassette-AL1
Spare 250-sheet tray for cassette “1”
of imageRUNNER 2520/i only

USB application 3-port 
Interface Kit-A1
3-Port USB interface kit for USB memory*, 
USB Keyboard, Card Reader
*For Scan to USB memory key or Print for 
USB memory key functionality only. Non-i 
Models require Colour Send Kit-Y1

Other Options

Canon Card Reader-E1
Physical card access system that limits 
system access to authorised users, 
whilst also aiding cost control by tracking 
user activity

Card Reader Attachment-D3
Attachment kit for Card Reader-E1

Canon Optical/ 
Magnetic Stripe Card 
sets
Cards for Card Reader-E1

CCVI I/F Cable-A1
Interface Kit for Coin-Vender (Cost 
Recovery Solution)

 
 


